AHHOTALIUA

B nanHo# aumioMHO#M paboTe paccMOTpEH IUIaH U 0OOCHOBAHME MOCTPOCHUS
ceTH OECIpOBOIHON cBsi3u Ha ocHoBe cranmapra WiMax (IEEE-802.16) B ropome
Tanabikopras.

B numiioMe Tak ke mpencTaBlIeHbl XapaKTEPUCTHKU CTaHIApTa, OTJIMYUE €ro
OT IPYTUX CTaHIAPTOB, CXeMa MTOCTPOEHUS CETH M COCTaB 00OPYTOBAHMSI.

B mpoexkTe Takke onmucaHbl Mephl 0€30MMaCHOCTH KU3HEAEATEILHOCTH.

Pa3paboTaHo TEXHUKO-PKOHOMHYECKOE OOOCHOBAaHHWE BHEIPEHUS JaHHOTO
MIPOCKTA.

AHJATIIA

Bbepinren murutomMasik skymbickiHaa Tamabikopran kanaceiaga WiMax (IEEE-
802.16) craHmapThIHBIH HETI31HJIE CHIMCHI3 KEHYKOJIAKThl OallIaHbIC KENICIH KYpy
YKOCTIapbl MEH HET13/IeMeCl KapacCThIPbUIFaH.

XKobana craHmapTTBIH CHUIIATTaMajapbl, OHBIH 0acka CcTaHaapTTapJaH
EPEKIICIIKTEPI, KETIH1 KYpY CYJIOACHI )KOHE KaOABIKTAPIbIH KYPaMbl YCHIHBLUIFaH.

XKobana, conpmaii-ak, »KaOABIKTap[bpl TMaiilaJaHy Ke31HJEerl ©eMIPTIPUILIIK
KayIMCi3/1ir Maceenepi KapacThIpbLIFaH.

Ocbl 00aHbBI €HT13Y/11H TEXHUK-KOHOMUKAJIBIK HET13JIeMEC] JKacali Ibl.

ABSTRACT

Current diplom work is based on observing the switches that will check the
WiMax of the standart IEEE-802.16 port they received the frame on and because all
switches now have an entry in their address table for the address.

Verifies if frames from a host have reached this switch and received on the
correct inbound interface. During troubleshooting, always check to see if the table is
full.

This can be concluded from the fact that the designated are the same. This is
further confirmed by the fact that the designated path cost is reported as a cost.



