Anjarna

byn mummomaplk jko0ama Kep CTaHITACHIHBIH KYpPaMbl CUMATTANIA b, HETi3Ti
Kepek Kypan-KaOABIKTap JKOHE alapaTThiH TEXHUKAJBIK TapameTpiepi
ecenTenei.

’oba KypbUTBICHI KipicTie[ieH, TOPT OOJIMHEH, KOPBITHIHABIAAH, KOJIIaHbUIFaH
O/IEbUETTEP TI3IMIHEH KOHE KOCBIMIIIAIaH TYPaibl

Jumnonsik xobama 14 kecre, 25 cyper xoHe 15 KommaHbuTFaH onedHETTEp
T131M1 KOJIJAHBUIABI. JIUTIITOMIBIK K00aHBIH KaJIIbl Kejiemi 73 OeT.

AHHOTALIUA

B IUIIIOMHOM IIPOEKTE NPOBOAMUTCS aHAJIM3 COCTaBa IPUEMHOM 3E€MHOMI
CTaHILIUM, PACUYET TEXHUYECKHX IapaMeTpoB amnmaparypbl, BbIOOp HEOOXOAMMOIO
o0opy10BaHUsI.

CtpykTypa pa0OOThl TMpeACTaBI€HA BBEACHUEM, YETBIPbMS pa3JielaMu,
3aKJIIOYEHUEM, CIIUCKOM JINTEPATYPhl U MPUIIOKEHUSIMH.

B naumnomMHOM mpoekTe wucnoias3oBaHo 14 Tabmui. 25 pucynka u 15
MCTOYHUKOB JUTEparypbl. OOmmMi 00beM AUIUIOMHON paboThl cocTaBisier 73
CTpPaHHIL.

Abstract

In the degree project the analysis of structure of reception terrestrial station,
calculation of technical parameters of the equipment, the choice of the necessary
equipment is carried out.

The structure of work is presented by introduction, four sections, the
conclusion, the list of references and applications.

In the degree project are used 14 tables, 25 drawing and 15 sources of
literature. The total amount of the thesis makes 73 pages.
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