AnjgaTna

bepinren nummioMasIK ko0aga BUPTyaIabl KOCBUTYIAp >Karaaibl Herizinae |P
- KeNJIepJeri PYKCAaTTBUIBIKTHI IIEKTEYAl 3epTTey  KapacThIpbuiabl. IPSec
XaTTaMachIHJaFbl TYHEINbIeY 2 (PEeKTIHIH MaTeMaTUKAJIBIK MoJieNll Kypbuibin, [Psec
XaTTaMacChIMEH TapaTbUIATHIH JIECTENIEP TOOBIHBIH Y3bIH/IBIFBIH aHBIKTAIBIK.

CoHpaii-ak, eMip TIPIIUNK Kayilci3aik OenmMiHae >KYMbIC OeJIMeciHAeTi
paaVaiUsHBIH ONTUMAJILI JICHTeHl KapacTBIPBUIBIN, 3KOHOMHUKAIBIK Oemimie
OM3HEeC KOCTapFa KaTbICThl €CeNTeYIIep KYPTi3UIi.

AHHOTALUA

B 1gaHHOM  JUIJIOMHOM MPOEKTE paccMaTpUBACTCS  HCCIEIOBAHUE
OTpaHUYCHMs paspelieHuil BUpTyaibHOW KomMmyTaruu B IP cersx. Co3mana
MateMatuyeckas Mojelb 3¢ dekTa TyHelnupoBaHue B IMpoTokoie IPSec, a takxke
OTIPEICIIWIIN JUTMHY TPYTIIBI MAKETOB, KOTOPBINA pacnpocTpanseTcs mo IPsec.

B pasmene  0Oe30macHOCTHM  KM3HEACSATEIBHOCTH  paccMaTPHUBAETCS
ONTUMAJIbHBIA YPOBEHb PAUIIMK B paboueM KaOWHETEe, B YKOHOMHYECKOW 4YacTu
MIPOU3BEJIECHBI PACYEThl OTHOCUTENIHLHO OU3HEC-TUIAHA.

Abstract

This thesis project examines the research of the restriction of virtual
switching access in IP networks. A mathematical model of the tunneling effect in
The IPSec Protocol is created, and determine the length of the group of packages
which is distributed by IPsec.

The optimal level of radiation in the study is considered in the section of life
safety, in the economic part of the calculations made with respect to the business
plan.



