AnjgaTna

by mumiIoMObIK JKYMBICTa TEIEKOMMYHHUKAIUSIIBIK MPOBAiep JAepeKTepiH
Tannayra apHaFaH  WHOOKOMMYHUKAUMSIBIK ~ WHQPAKYPBUIBIM  d3ipJieyi
KOpCeTUIreH. AIIBIK OacTankbl KOJIMEH KaKETTI OargapiiamMalblK —MIeHiMep
ipikTeyi opbeiHIanabl. KaxkeTTi ecentey KyaTTapblH KaMTaMachl3 €Ty MaKcaThIH/a
acnanTelK HMHOpakypeuUbiM TapaanraH. CepBepiik >kaOAblKKa OoJpKaMJaiaFaH
KYKTEME >KOHE KaKETTI JUCKTIK KEHICTIK KeJieMl ecemnTeyl Kypri3uired. byn
JKYMBICTa COHBIMEH KaTap TajjayFa »XYMCAJIAThIH €HOEK KYIIIMEH MapTTaJFaH
’KOOAHBIH 3KOHOMHUKAJIBIK THIMIUTITIHIH CHUIIATTaMachl JKOHE JKEJII MOHHUTOPUHTIHE
HETI3/IEITeH ecernTeyiep KYPri3iiai. OMIpTIpIIIiK Kayirnci3airi 6emimMiHae )KYMBIC
FUMapaThIHBIH TAaOWFU JKOHE JKACAHIbI JKAPBIKTAHIBIPY €CENTeysepl KOPCETUITeH,
COHBIMEH KaTap KaKeTTiI KOHIUIIMJIAY KYyHeci TaH aJIFaH.

AHHOTALUSA

B TaHHOU JTUIIOMHON paboTe peCTaBjIeHA pa3paboTka
MHPOKOMMYHUKAIIMOHHOW  MH(PACTpyKTyphl  JJi  aHAJIUTHKU  JaHHBIX
TEJIEKOMMYHUKALMOHHOTO TpoBaiiaepa. OcyiiecTBiaeH M0oA00p HEOOXOAMMBIX
IPOrPaMMHBIX PEIIEHUH C OTKPBITBIM HCXOIHBIM KoaoM. [lomoOpana anmapatHast
UHppacTpyKTypa C 1eJlbl0 oOecreyeHUs] HEOOXOAMMBIX BBIYMCIUTEIbHBIX
momHocTted. IlpoBeneH pacder mpennosiaraeMoi Harpy3kd Ha CEpBEpPHOE
o0opynoBaHue u oObeMa HEOOXOAMMOIO JIHUCKOBOIO MPOCTpaHCTBA. B nmaHHOM
paboTe Takke MPEACTABICHO OMMCAaHUE YKOHOMHUYECKOW 3(PPEKTUBHOCTU MPOEKTAa,
KOTOpass OOyCIaBIMBAETC COKpALEHWEM TpyAOo3aTpaT Ha aHAJUTUKY U
dbopMupOBaHHE OTYETHOCTM HAa OCHOBE JIaHHBIX MOHUTOpPHHTa ceTu. B pazgene
0€30MacHOCTH  KU3HEJEATEIbHOCTH TMPEACTaBICH pacyeT €CTECTBEHHOTO0 H
UCKYCCTBEHHOIO OCBEUIEHUS pabodero TMOMEUIEHUs, a Takxke MoaoOopaHa
HeoO0XouMas CHcTeMa KOHAMIIMOHUPOBAHUSI.

Abstract

In this diploma project presented the design of an infocommunication
infrastructure for data analytics of a telecommunications provider. Was carried out
the selection of the necessary software solutions with open source. The hardware
infrastructure was selected to provide the necessary computing power. The
estimated load on server hardware and the amount of disk space required is
calculated.. This paper also presents a description of the economic efficiency of the
project, which is caused by a reduction in labor costs for analytics and reporting
based on network monitoring data. In the life safety section, the calculation of
natural and artificial illumination of the workplace is presented, and the necessary
conditioning system is selected.



